
Brunswick Collection

All measurements nominal, materials subject to normal variations
inherent in natural wood products. Images subject to limitations of

reproduction and display on individual devices.

Technical Information
European White OakSpecies

Finish

Grade

Texture

Edges

Thickness

Width

Length

Wear Layer

Core

Profiling

Matte Aluminum Oxide

Character - filled knots

Wire Brushed

4 Sided Micro Bevel

9/16" (14mm)

9-1/2"

15-3/4" - 86-5/8"

Hardwood Plywood

Tongue & Grooved on Four Sides

Finish: 25 yr, Structural: Lifetime

28.42 sqft

Approved for above, on or below
grade, Approved for Radiant Heat
ApplicationsFloat, Glue assisted Nailing, Glue
Down

Install location

Install Method

Warranty

SqFt/Box

3mm Dry Sawn Wear Layer

Learn more at Timelesswoodfloors.ca

Chatham

Hampton

Kedgwick

McAdam

Sussex

European White OakSpecies

Finish

Grade

Texture

Edges

Thickness

Width

Length

Wear Layer

Core

Profiling

Matte Aluminum Oxide

Character - filled knots
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4 Sided Micro Bevel

9/16" (14mm)

9-1/2"

15-3/4" - 86-5/8"

Hardwood Plywood

Tongue & Grooved on Four Sides

Finish: 25 yr, Structural: Lifetime

28.42 sqft

Approved for above, on or below
grade, Approved for Radiant Heat
ApplicationsFloat, Glue assisted Nailing, Glue
Down

Install location

Install Method

Warranty

SqFt/Box

3mm Dry Sawn Wear Layer


